Brief guide on upgrading front speakers – IS200/300.
First thing to do is to take off the door panels. There are two screws: one at the bottom of the arm rest/ door pull handle, and another behind a small cover in the door release handle (the chrome one). Once you have removed those screws remove the trim piece around the handle. 

This is done by wedging a flat screwdriver along the edge ( see pic) and pushing the trim up to release a tab. There is another at the bottom edge, once the tabs are released, you should be able to slide the trim off towards the open edge of the door while pulling the door handle.

There are then 8 plastic push fit studs along the bottom and sides of the panel. Take a butter knife or some sort of plastic scraper and cover it with a piece of cloth (to avoid scratches) and wedge it along the edge. Pull the edges straight away from the door.

The door panel should come off by pulling it away from the door gently while sliding it upwards. Don't pull it completely off because you have to unplug wires from the power window, locks, etc.



You have now removed the door lining and have full access to the door internals. Now to remove the stock speaker you need to unplug the wire – see pic
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And as the speakers are riveted on you need to drill out the 3 rivets in the door. After the rivet head comes off (including the plastic piece behind it), you should be able to pull out the speaker. The rivets themselves will still take a bit of effort to drill out.  If they spin, just drill at a slight angle, some will pull out and some will be pain.

Believe it or not, the speaker riser mount is an integral part of the speaker basket, so you have two options – 1. make a new mount out of MDF OR  2. remove the original speaker from the mount but you will destroy the original speaker by doing this!  BEFORE YOU DO  MAKE SURE YOUR REPLACEMENT SPEAKERS WILL FIT THE ORIGINAL MOUNT!!!!!!

Get a craft  knife and cut out the foam speaker cone surround. Then turn the speaker over, get some cutting pliers and cut each basket post. Also, cut the wire lead that goes to the socket. Then the two pieces should separate and now you have a mount/baffle. [image: image2.jpg]



Once that's done, you can pull out the white wire socket with pliers. Next, you'll need to pull off the foam surround from the top of the mount.  This is necessary because if you just mount the speaker on there, it will be too tall and hit the door panel/grill. Slowly go around the whole thing with  pliers and pull it off.

Once you have that off, you can mount your new speaker directly to it with some screws. It should screw in there nicely without even drilling any holes. Infinity Perfect speakers had a 2 3/4" mounting depth and they fit fine. There is a  little more clearance in the door so you may even be able to get away with 3" depth speakers. If it is too tight then  use the MDF mount and reduce the thickness of the mount slightly.

[image: image3.jpg]



Here you can see the foam mount from the other speaker and also the plastic speaker connection.   Next step is to mount your speakers in which ever mount you have chosen.

The plug that goes to the tweeter may be confusing initially (as it goes from (4wire=>2wires)...just ignore that whole thing as its just a splitter). It will also look like the pair of the wires that goes to the full speaker comes from the wiring bundle when it just comes from the splitter and is tucked into the bundle. 

If that part confuses you...ignore it. Main idea is to look for the right coloured pair of wires from the main wiring bundle where it feeds into the door. This pair should be obvious by it's larger gauge (refer to diagram below for colour label). This pair will go to the 4 wires in side of the white speaker plug.

Cut it where you want and feed this input into your crossover, the rest should be straightforward.

  Wiring diagram for the stock system:
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In the following pic you will see a crossover for the tweeters, I suggest seeking some advice about the wiring and installation if you are unsure about this.
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 Note about the crossover. The crossover that came with this set was relatively large (you can get much smaller units)  A good place to locate this is in the door panel itself. If you look at the backside of the panel...there will be a large foam piece. Rip that out and locate the crossover there. The picture above gives a good idea of where that is, It would be best to take the time and mount this properly as you don’t want it shaking around at a later date!!!!   It fits snugly there once the panel is put back. 

I'll leave the tweeter up to you as each one mounts a bit differently. Some quality glue will work wonders here.

Once everything is secure, check all clearances and refit the door panel and trim panel.

That’s it !!
